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The seamless transition between microscale photonics and nanoscale plasmonics requires overpassing dif-
ferent waveguiding mechanisms and a few orders of magnitude in the lateral dimension. Exploiting gap
plasmon–polariton waves both at the microscale and nanoscale with an ultrashort (few micrometers) non-
adiabatic tapered gap plasmon waveguide, we show theoretically that very high-power transfer efficiency
��70% � is achieved. The same mechanism may be used to harvest impinging light waves and direct them
into a nanhole or slit to exhibit an anomalous transmission without the conventional periodic structures.
The interplay of plasmonic and oscillating modes is analyzed. © 2006 Optical Society of America
OCIS codes: 130.3120, 130.2790, 240.6680.
Surface-plasmon polariton (SPP) optical waves on a
metal–dielectric interface may be confined much be-
low the optical wavelength,1 offering a route to nano-
photonics. Metal stripes tens of nanometers thick can
potentially serve as low-loss SPP waveguides,2–4 and
research of subwavelength SPP optics shows promise
for the realization of nanometer-size-photonic cir-
cuits for applications such as optical interconnects,
signal processing, and nanosensing.5

A major concern of basic interest and for practical
implementation of plasmonic circuits is efficient in-
terfacing between conventional micrometer-size pho-
tonics to tens-of-nanometers-size plasmonics. A re-
lated issue is the efficient transmission of light via
nanoholes and slits in metal layers,6 where the
micrometer-scale impinging beam is harvested em-
ploying a periodic structure and then transmitted
through the nanohole.7 Several schemes for coupling
light to stripe plasmon waveguides are reported.4,8,9

While a significant portion of research was focused on
slab and stripe plasmon waveguides consisting of a
metal core with a dielectric cladding (Refs. 2–5 and 8
and references therein), we studied the inverted
structure of a dielectric core with a metal cladding,10

called the plasmon gap waveguide (PGW).11 The
PGW provides tight optical confinement by the me-
tallic cladding and should be better coupled to a di-
electric waveguide because of the continuity of the
waveguide core as well as to regular plasmon
waveguides by proper plasmonic coupling schemes.

We investigate the interplay and coupling of modes
in a tapered PGW structure. A very short taper ex-
hibits surprisingly high-efficiency plasmon-assisted
coupling from a micrometer-size silica–air-clad di-
electric waveguide to a 50 nm silica–gold-clad PGW.
A power transfer efficiency of �70% is calculated.
Some of the fundamental findings are a cutoff of an
oscillatory mode, which is transformed into a plas-
mon surface wave; relaxation of adiabaticity con-
straints for efficient PGW tapers; and a novel highly
efficient harvesting of light into nanoslits—without a
periodic structure—namely, funnel-shaped metal in-
terfaces that can be used to transmit more than 100%

via nanoholes.
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The dispersion relations of PGWs were discussed
in different contexts.12–14 The guided modes are ei-
ther plasmon modes of exponential nature or oscillat-
ing modes with a trigonometric behavior. Recently,
analysis of the trade-off between confinement and
propagation losses in a PGW15 and including the ef-
fects of empirical metal data was reported.16 We em-
phasize an important difference between a metal slab
and gap structures, namely, a global mode cannot be
practically excited in a microscale metal slab owing
to the fast decay of the field in a metal core thicker
than the skin depth ��100 nm�. Thus two indepen-
dent single surface modes will propagate instead. In
contrast, a gap structure robustly supports global
plasmonic modes for both nanoscale and microscale
waveguides [see Fig. 1(a)], an essential characteristic
for the desired seamless dimension transition.

The PGW consists of a planar silica slab with a
width of 2d along the X axis surrounded on both
sides by a semi-infinite gold cladding with the waves
propagating along the Z axis. At the wavelength of
1.55 �m, the dielectric constants are �d�SiO2�=2.085

Fig. 1. (Color online) (a) Real and (b) imaginary part of
propagation constants of various modes versus the width of
PGW. The inset shows the cutoff region of the asymmetric

plasmon mode.
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and �m�gold�=−132− i12.6.17 The PGW also supports
oscillating TE modes, but we will focus on TM modes
(plasmon modes are TM) with E� = x̂f�x�e−i�z and
H� = ŷg�x�e−i�z, where �=�R− i�I is the complex propa-
gation constant.

The dispersion relations for the symmetric guided
modes are14

plasmon: tgh�kpd� = − �km/�m�/�kp/�d�, �1a�

oscillating: tg�kOd� = − �km/�m�/�kO/�d�, �1b�

where kp
2=�2−k0

2�d; kO
2 =k0

2�d−�2; km
2 =�2−k0

2�m. �R
and �R versus the gap width (which we intend to vary
linearly) are plotted in Figs. 1(a) and 1(b), respec-
tively. In Fig. 1(a), the plasmon and oscillating modes
are seperated by the core light line with
�R,plasmon�k0nd and 0��R,oscillating�k0nd.

Two plasmon modes exist: symmetric with no cut-
off and antisymmetric with a cutoff for gap widths
below ��0 /2nd, making the first the single mode of
the structure in the nanoregime. Oscillating modes
exist as well in the PGW; each has a cutoff width be-
low which it becomes evanescent with very high
losses, as seen in Fig. 1(b). An interesting feature
found here is that the antisymmetric plasmon mode,
TM1, for a gap width below the cutoff value, trans-
forms into the first odd oscillating mode. This oscil-
lating mode exhibits two cutoff values: from below—
into an evanescent mode—and from above—into a
plasmon mode. All the other oscillating modes ap-
proach the light line asymptotically but do not cross
it.

The first stage of harvesting the light from the mi-
croscale silica–air dielectric waveguide calls for an ef-
ficient conversion of the photonic mode to a plas-
monic mode supported by the PGW [Fig. 2(a)]. Due to
the symmetry of the structure and excitation, only
even modes are relevant—the symmetrical plasmon
mode TM0 and the lowest-order even oscillating mode
TM2 [Figs. 2(c) and 2(d)].

Fig. 2. (Color online) (a) Tapered plasmon gap waveguide,
a 1.25 �m wide input dielectric waveguide, and a 50 nm
output plasmon gap waveguide. (b)–(d) Magnetic field am-
plitude �Hy� profiles at PGW input plane: (b) symmetric di-

electric, (c) symmetric plasmon, (d) symmetric oscillating.
We analyzed, in closed form using the transfer ma-
trix formalism18,19 (TMF), the transmission and re-
flection at the dielectric–plasmon waveguide inter-
face. The incoming mode couples into both plasmon
and oscillating modes of the PGW as well as being
backreflected and coupled to guided and radiation
modes of the dielectric slab. Figure 3(a) shows that at
a waveguide width of 1.25 �m, almost no energy
��1% � is backreflected in the photonic–plasmonic
conversion, 84% of the incident power is converted to
the plasmon mode of the PGW, and 15% is coupled to
the oscillating mode.

The second stage of harvesting is the collection of
the power converted to the plasmonic mode and guid-
ing it with minimal losses into the 50 nm wide wave-
guide. A linearly tapered structure is employed. The
Z-dependent width change also facilitates some cou-
pling between the plasmon and oscillating modes in
the PGW. We maintain this intermode coupling and
optimize the taper angle to maximize plasmon mode
transmission. The linearly tapered PGW was dis-
cretized to a sequence of short segments with varying
width, and we employed a TMF to calculate the am-
plitudes of the forward and backward modes at each
segment. Mode-coupling coefficients were calculated
by overlap integrals of the form

Ci,j
L,R = ��i

L�hj
R� =� �

z=0
�i

L � hj
Rdx, �2�

where �i
L is the electric field of mode i in the left seg-

ment, hj
R is the magnetic field of mode j in the right

segment, and i and j are modes. We did not assume
orthogonality of the modes at each segment, and cou-
pling coefficients within the segment Ci,j

L,L, Ci,j
R,R were

calculated and not assumed to be zero. This scheme
fits lossy geometries well and also stabilizes the nu-
merical procedure. Assuming mode orthogonality, the
zero elements of the matrices accumulate numerical
noise and grow over long propagation distances while
for nonorthogonality these elements stay �12 orders
of magnitude below the significant amplitudes.

The coupling of plasmon and oscillating modes
along the tapered waveguide is exhibited by the
power oscillation of the modes [Fig. 3(b)]. The opti-

Fig. 3. (Color online) (a) PGW input optimization—
dielectric input mode coupling to the plasmon and oscillat-
ing modes versus input width. (b) Intermode coupling and
evolution versus taper propagation distance for the forward
plasmon and oscillating modes.
mal design obtained for a taper angle of 5.5° is a
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trade-off between the maximal coupling and higher
propagation losses of longer taper lengths. The cutoff
point of the oscillating mode occurs approximately
where the coupled power is maximal at the plasmonic
mode [Fig. 3(b)]. This taper angle results in a very
short 6 �m nonadiabatic funnel, an order of magni-
tude shorter than the common wisdom in regular
photonics circuits. The two reasons for not requiring
adiabaticity from plasmonic gap tapers are the domi-
nance of the propagation loss and the absence of
other forward propagation modes to couple to neither
guided modes nor radiation. In a dielectric taper, the
primary mechanism of nonadiabatic taper loss is the
coupling to forward propagation radiation modes.
More than 70% of the power incident from the dielec-
tric waveguide is eventually coupled into the plas-
mon mode of the 50 nm wide PGW. To verify this re-
sult, finite-difference time-domain simulations of the
tapered PGW coupler were performed, and confirmed
the calculated results, exhibiting a coupling effi-
ciency of �70% [Fig. 4(a)]. Switching the input field
from TM to TE results in an almost complete shut-
down of the transmission with most power reflected
back [Fig. 4(b)]. This validates that the high coupling
efficiency is achieved by coupling to plasmon surface
waves.

The high harvesting efficiency from a micrometer-
scale input field into a 50 nm plasmon gap can also be
used for anomalous transmission experiments via
nanosized holes or slits in thin metal films.7,8 In the
latter, harvesting enhancement is achieved by a peri-
odic array of grooves surrounding the slit coupling
the impinging field into a surface plasmon polariton.
The method described in our Letter of employing a
funnel structure offers roughly an order-of-
magnitude improvement over the theoretical calcula-
tions of periodic arrays while not being sensitive to

Fig. 4. (Color online) FDTD simulation result of the Poyn-
ting vector versus propagation along the tapered PGW cou-
pler. (a) TM excitation with �70% transmission. (b) TE ex-
citation, no plasmon mode exists, oscillating mode is cut off
and reflected.
wavelength. For input fields with lateral beam di-
mensions of �1 �m, the periodic structure is almost
inapplicable as the number of periods in the beam
cross section is vanishingly small.

Our analysis predicts a coupling loss of less than
2 dB from a micrometer-size dielectric waveguide to a
50 nm wide plasmon gap waveguide by a 6 �m short
optimized tapered plasmon waveguide coupler. This
is a promising method to couple micro-optics circuits
to nano-plasmon-optics devices and a step toward
large-scale integrated photonic circuits.
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